NEMA CONFLICT-VOLTAGE MONITOR
PROGRAMMING DETAIL

( INSTALL JUMPERS AS SHOWN BELOW)
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NOTE: MONITOR SHALL BE PROGRAMMED FOR FULL
SIGNAL SEQUENCE MONITORING.  (NEMA+)

PROJECT REFERENCE NO. SHEET NO.

TYPICAL CONNECTION CHART FOR DETECTORS

LOOP PANEL

PIN FUNCTION TERMINATION
AC+ AC+
AC- AC—

CHASSIS GROUND CHASSIS GROUND
LOOP INPUT LOOP
LOOP INPUT L OOP

RELAY NORMALLY OPEN VEHICLE CALL INPUT
RELAY COMMON LOGIC GROUND
TIMER INHIBIT ASSOCIATED PHASE GREEN

NOTE: THE TIMER INHIBIT WIRE SHALL BE CONNECTED TO THE ASSOCIATED PHASE GREEN LOAD
SWITCH OUTPUT WHEN ONLY DELAY OPERATION IS REQUIRED UNLESS OTHERWISE SPECIFIED
BY THE LOOP AND DETECTOR UNIT INSTALLATION CHART.
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NOTES
| FIELD CONNECTION HOOK-UP CHART
1. TO PREVENT “FLASH-CONFLICT” PROBLEMS, WIRE ALL UNUSED PHASES > 1 416 s
PasE | 1 | 2 | 3| 4|5 |86
AND OVERLAPS TO FLASH RED. VERIFY THAT SIGNAL HEADS FLASH IN 7| 8 |OA|OB|OC| 0D pEp | PED | PED | PED
ACCORDANCE WITH THE SIGNAL PLANS. SNee | 6l |21,22] NU |41,42] NU |61,62| NU | NU | 42 | NU | NU | NU| NU| NU|NU | ONU
2. TO PREVENT RED FAILURES ON UNUSED MONITOR CHANNELS, TIE UNUSED GREEN 506 512 518
LOAD SWITCH RED OUTPUTS 3.5,7,8,10,11 AND 12 TO |
LOAD SWITCH AC+ BY INSERTING A JUMPER PLUG IN THE UNUSED YELLOW 505 511 517
LOAD SWITCH SOCKET FROM PIN 1 (LS AC+) TO PIN 3 (RED OUT). ,
MAKE SURE ALL FLASH TRANSFER RELAYS ARE IN PLACE. RED k| 584 510 516 *
RED
3. PROGRAM CONTROLLER TO START UP IN PHASES 2 AND 6 GREEN. ARROW
YELLOW 502 526
4. SET POWER-UP FLASH TIME TO 10 SECONDS AND IMPLEMENT ON THE ARROW
CONFLICT MONITOR. SET CONTROLLER POWER-UP FLASH TIME TO GREEN | oo | o7
0 SECONDS. ey
5. ENABLE SIMULTANEOUS GAP-OUT FEATURE, ON CONTROLLER UNIT, ’t
FOR ALL PHASES. ﬂy
6. WIRE DETECTORS IN ACCORDANCE WITH THE MANUFACTURER’S NU = NOT USED
INSTRUCTIONS TO ACCOMPLISH THE DETECTION SCHEMES SHOWN
ON THE SIGNAL DESIGN PLANS. % DENOTES INSTALL LOAD RESISTOR. SEE LOAD RESISTOR
INSTALLATION DETAIL THIS PAGE.
7. SET ALL DETECTOR UNIT CHANNELS TO “PRESENCE” MODE.
8. PROGRAM PHASES 2 AND 6., ON CONTROLLER UNIT, FOR VOLUME
DENSITY OPERATION.
LOAD RESISTOR INSTALLATION DETAIL
9. THE CABINET AND CONTROLLER ARE PART OF THE ROCKY MOUNT
CLOSED LOOP SYSTEM. PHASE 1 RED OVERLAP A RED
INTERSECTION ADDRESS #703 (501) (525)
2K OHM
12 WATT
(TYP.)
AC- AC-
NOTE: THE PURPOSE OF THESE RESISTORS 1S TO LOAD THE CHANNEL RED
MONITOR INPUTS IN ORDER FOR THE SIGNAL SEQUENCE MONITOR
TO USE THE FULL SIGNAL SEQUENCE MONITORING CAPABILITY ON
ON PHASES THAT DO NOT USE THE RED DISPLAY IN THE FIELD.
EQUIPMENT INFORMATION
CONTROLLER + v vvevneennn. PEEK TRAFFIC 3000
CABINET wuvvverrnnnnnnn. PEEK TRAFFIC 16 POS (DWG NO 8500#9838)
CABINET MOUNT..cvuvnnn.. BASE
LOADBAY POSITIONS....... 16 .
LOAD SWITCHES USED...... 142+4,6,9 NEMA OVERLAP CARD
PHASES USED.vvvveneenns 1424446
OLA. e tee e teeieeeaannns 1
OLBevvvevneeennennaannns NOT USED O O
DLt et er e NOT USED RIOL 0 oL ¢ o- B oL A
, NG 2 RING 1 RING 2 RIN
OLDevveennnnnnn e NOT USED corocese  obssesses  cessecese ﬂfliiwgi
- 87654321 87654321 87654321 87654321
é%".“."“ ([ E X XX X N X J 920000GGOGS (X XXX 2 X J
ADD JUMPERS TO OVERLAP CARD AS SHOWN
SIGNAL UPGRADE - FINAL DESIGN ~ PAGE 1 OF 3
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